
The World's Highest Standard of Technology Stemming from Over Half a Century of Expertise

Presence of Those Who Have Reached the Summit

Digital Refractometers

As new regulations and requirements are imposed in the marketplace, the competition is expected to become 
fiercer. Being true to our mission statement: "Let’s synergize. Let’s advance. Let’s create." ATAGO is devoted 
to making strides in the research and development of scientific instruments to meet the ever-changing 
demands of our clientele.

Established in 1940, ATAGO has continuously made strides in the research and development of a wide variety 
of optoelectronic products, specifically focusing on refractometers. ATAGO directly controls the entire 
production process - designing, developing, assembling, and shipping. Our products are used in a variety of 
industries; from food and beverage processing, to petrochemicals and metalworking. ATAGO has an 
established reputation as a trusted brand and enjoys the fullest confidence of end-users, not only in Japan but 
also in 154 countries worldwide. Our continuing global expansion includes the establishment of ATAGO U.S.A 
in August 2001 to oversee the operations in North and Latin America. ATAGO INDIA Instruments Pvt. Ltd. in 
Mumbai, India was established as a sales office in February 2005, followed by ATAGO (THAILAND) Co., LTD 
in December 2009. ATAGO BRASIL Ltda. made a start in February 2010 to better serve the growing sugar 
industry in Brazil. ATAGO ITALIA s.r.l. opened in October of 2010, followed by ATAGO CHINA Guangzhou 
Co., Ltd. in March of 2011. The two most recent developments are the openings of ATAGO RUSSIA Ltd. in 
January of 2014 and ATAGO NIGERIA Scientific Co., Ltd. in May of 2015. While we have long enjoyed market 
presence domestically in Japan, our service to the global market is becoming increasingly important.
ATAGO has attained 80% of the market share in Japan, as well as 30% of the global market share. As a result, 
ATAGO is fully aware of our corporate responsibility as a member of the global community, and we seek to 
make a positive impact both locally and internationally.
Below is the history of ATAGO's charitable assistance to those who have been victims of natural disasters.

Recognizing Corporate Social Responsibility
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Standard & Poor's Rating
ATAGO has received 
the top grade "aaa" 
from Japan SME 
(Small & Medium Sized 
Enterprise) Rating 4 
consecutive times; in 
2007, 2008, 2014 and 
in 2015. This grade is 
presented by Standard 
& Poor's, a well-known 
provider of independent 
credit ratings.

In November 
2007, ATAGO 
received
recognition of 
excellence from 
the Itabasi 
revenue office for 
the tax honesty, 
stable profitability, 
and transparent 
business model in 
2002 and 2007.

In recognition of outstanding 
achievements in global 
expansion and development, a 
prominent presence in the 
digital refractometer industry, 
and for innovation and 
originality, ATAGO was 
selected for the "Global Niche 
Top Companies Selection 100" 
award by The Ministry of 
Economy, Trade and Industry 
(METI) in Japan.
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February 2010 Earthquake in Chile
August 2010 Flood in Pakistan
March 2011 Earthquake in New Zealand
March 2011 Earthquake off the Pacific Coast of 
  Tohoku Region in Japan
November 2012 Hurricane Sandy in Eastern United States
November 2013 Typhoon in the Philippines
March 2014 Syrian Refugee Crisis
August 2014 Ebola Outbreak
April 2015 Earthquake in Nepal
September 2015 Typhoon 18 (Etau) in Japan
February 2016 Earthquake in Taiwan

November 2004 Earthquake in Chuetsu, Niigata
September 2005 Hurricane Katrina in New Orleans
October 2005 Earthquake in Pakistan
June 2006 Earthquake in Central Java
April 2007 Earthquake in Noto Peninsula
July 2007 Earthquake in the coast of Chuetsu, Niigata
December 2007 Earthquake in Peru
May 2008 Earthquake in Sichuan
May 2008 Cyclone Nargis in Myanmar
June 2008 Earthquake in Iwate/Miyagi Inland
April 2009 Earthquake in Abruzzo
January 2010 Earthquake in Haiti

As new regulations and requirements are imposed in the marketplace, the competition is expected to become 
fiercer. Being true to our mission statement: "Let’s synergize. Let’s advance. Let’s create." ATAGO is devoted 
to making strides in the research and development of scientific instruments to meet the ever-changing 
demands of our clientele.

Established in 1940, ATAGO has continuously made strides in the research and development of a wide variety 
of optoelectronic products, specifically focusing on refractometers. ATAGO directly controls the entire 
production process - designing, developing, assembling, and shipping. Our products are used in a variety of 
industries; from food and beverage processing, to petrochemicals and metalworking. ATAGO has an 
established reputation as a trusted brand and enjoys the fullest confidence of end-users, not only in Japan but 
also in 154 countries worldwide. Our continuing global expansion includes the establishment of ATAGO U.S.A 
in August 2001 to oversee the operations in North and Latin America. ATAGO INDIA Instruments Pvt. Ltd. in 
Mumbai, India was established as a sales office in February 2005, followed by ATAGO (THAILAND) Co., LTD 
in December 2009. ATAGO BRASIL Ltda. made a start in February 2010 to better serve the growing sugar 
industry in Brazil. ATAGO ITALIA s.r.l. opened in October of 2010, followed by ATAGO CHINA Guangzhou 
Co., Ltd. in March of 2011. The two most recent developments are the openings of ATAGO RUSSIA Ltd. in 
January of 2014 and ATAGO NIGERIA Scientific Co., Ltd. in May of 2015. While we have long enjoyed market 
presence domestically in Japan, our service to the global market is becoming increasingly important.
ATAGO has attained 80% of the market share in Japan, as well as 30% of the global market share. As a result, 
ATAGO is fully aware of our corporate responsibility as a member of the global community, and we seek to 
make a positive impact both locally and internationally.
Below is the history of ATAGO's charitable assistance to those who have been victims of natural disasters.
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Standard & Poor's Rating
ATAGO has received 
the top grade "aaa" 
from Japan SME 
(Small & Medium 
Sized Enterprise) 
Rating 6 consecutive 
times; in 2007, 2008, 
2014, 2015, 2016 and 
in 2017. This grade is presented by 
Standard & Poor's, a well-known provider 
of independent credit ratings.

In November 
2007, ATAGO 
received
recognition of 
excellence from 
the Itabasi 
revenue office for 
the tax honesty, 
stable profitability, and transparent business 
model in 2002 and 2007.

In recognition of 
outstanding achievements 
in global expansion and 
development, a prominent 
presence in the digital 
refractometer industry, 
and for innovation and 
originality, ATAGO was 
selected for the "Global Niche Top Companies 
Selection 100" award by The Ministry of Economy, 
Trade and Industry (METI) in Japan.

Excellence in Tax Declaration Global Niche Top Companies Selection 100

November 2004 Earthquake in Chuetsu, Niigata
September 2005 Hurricane Katrina in New Orleans
October 2005 Earthquake in Pakistan
June 2006 Earthquake in Central Java
April 2007 Earthquake in Noto Peninsula
July 2007 Earthquake in the coast of Chuetsu, Niigata
December 2007 Earthquake in Peru
May 2008 Earthquake in Sichuan
May 2008 Cyclone Nargis in Myanmar
June 2008 Earthquake in Iwate/Miyagi Inland
April 2009 Earthquake in Abruzzo
January 2010 Earthquake in Haiti
February 2010 Earthquake in Chile

August 2010 Flood in Pakistan
March 2011 Earthquake in New Zealand
March 2011 Earthquake off the Pacific Coast of 
  Tohoku Region in Japan
November 2012 Hurricane Sandy in Eastern United States
November 2013 Typhoon in the Philippines
March 2014 Syrian Refugee Crisis
August 2014 Ebola Outbreak
April 2015 Earthquake in Nepal
September 2015 Typhoon 18 (Etau) in Japan
February 2016 Earthquake in Taiwan
April 2016 Earthquake in Kumamoto
April 2016 Earthquake in South America Ecuador
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ATAGO’s Fukaya-Factory (Japan)

2013

The Front Tower Shiba Koen, 23rd Floor 2-6-3 Shiba-koen, 
Minato-ku, Tokyo 105-0011, Japan
TEL : 81-3-3431-1943  FAX : 81-3-3431-1945
overseas@atago.net  http://www.atago.net/

Why Choose ATAGO?
Made with Japanese quality.

For the Utmost in Customer Satisfaction…

ATAGO offers calibration service in conformance 

with ISO quality management systems as well as 

HACCP, GMP and other standards. The following 

three documents will be issued. (Calibration 

service is performed at an additional cost.)

•Calibration Certificate

•Traceability Certificate

•Traceability Diagram

For those considering to purchase an ATAGO product, 

we offer demo units, free of charge. Potential users are 

able to directly experience our products ease of use, 

precision, and accuracy. Our ultimate priority is ensuring 

customers are completely satisfied before making a 

purchase.

The RX series come standard with a two year limited 
warranty against manufacturer's defects from the date of the 
original purchase. The warranty period can be extended to 
three years if the product is registered with ATAGO.
Warranty service for eligible repairs is provided at no charge. 
There will be fees associated with any services provided 
after the warranty period expires.
Contact ATAGO, an authorized ATAGO distributor, or the 
original seller.

2 Years Standard Warranty (3 years with product registration)

Calibration Service

Free Demo Units

Below are exclusions to the warranty:

• Damage as a result of accident, misuse, 
abuse, or improper site 
preparation /maintenance

• Damage as a result of disassembly by 
anyone other than authorized service 
providers

www.atago.net/

Free Demonstration Units Available.

Please contact ATAGO Customer Service.

ATAGO has over 70 years of  experience in optical 
instrument manufacturing. With our expertise cultivated 
over decades, as well as an extensive selection of  
instruments, we can meet a variety of  measurement 
needs including highly specialized industries.

Refraction of  light has been our sole specialty 
throughout the existence of  ATAGO, and we strive for 
perfection in optical systems. We listen to end-user 
feedback from 154 countries and continuously push the 
limit of  refractometry. 

We dedicate ourselves on the high durability and low 
failure rate of  ATAGO products. Our repair service is 
carried out in a timely manner. Calibration certificates are 
available.

Proud Heritage 
and Experience

Industry-Leading
Technology

Trusted Product 
Support

online at : www.atago.net/registration/

World's Top Refractometers
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Cover Plate
Used to prevent interference from external light and 

ambient temperature during measurements.

5 Measurement Mode Options

Displays the measurement value 
once a certain level of sample 
stability is achieved.

MODE-T
Recommended for measuring low 
Brix liquid samples (such as teas)

MODE-3
For no temperature control

MODE-S
For emulsion samples

MODE-1
For maximum accuracy

MODE-2
For fast results

Equipped only on the RX-5000i-Plus, MODE-T is 
recommended for users who place importance on 
obtaining highly repeatable results (Brix 0.001%).

Displays the measurement value 
once the sample reaches the 
target temperature. 

Measures Refractive Index and 
temperature at fixed intervals and 
displays the estimated measurement 
value at the target temperature.

Provides an option to turn the thermo-module off. Without 
temperature control, the measurement value is displayed 
in 4 seconds after the START key is pressed.

Power switch

Printer port

USB port for computer

Intake fan
Power port

USB flash drive port
Exhaust fan (bottom)

Refractometry is based on the principle that 
as the density of a substance increases, its 

Refractive Index rises proportionately.

Measurement Principles

Compatibility with 
Harsh Chemicals

The wetted parts can be 
customized with materials 
that are resistant to corrosive 
chemicals, such as acids, 
bases, and solvents.

P.16

Rugged Metal Body

Easy-to-Clean Sample Stage

Fast and

Easy

Simple

one-touch

operations

The new no-ridge design makes cleaning 

even easier. 

Icons
Adorable icons will navigate you 

through the operations.

Touchscreen
Enjoy a seamless and intuitive 

interface.

Connectivity to Computer, 
Printer, USB Flash Drive

USB flash drive data storage capability. Data can be 

imported/exported on a computer through RS-232C (via USB 

virtual serial port) connectivity. Software is available to support 

your FDA 21 CFR Part 11 compliance.

FDA 21 CFR Part 11 software

GLP / GMP compliant - sample numbers, dates, time, 

measurement values, temperatures, and sample names - can be 

printed. Print items can be selected for customized reporting. 

Thermal dot or impact dot printer models available (see 

Accessories on page 17). 

When using multiple units…

Full Selection of Accessories
See Accessories on pages 16-17.

Calibration Certificate
A calibration certificate can be ordered with each instrument for 

an additional charge. Please contact your ATAGO representative 

for further details.

Rugged Metal Body

The sturdy, yet elegant die-cast metal body protects the optical 

system. A special coating on the surface adds extra durability 

against chemicals.

Wide Ambient Temperature Range

The ambient temperature range of 5 to 40°C allows 

measurements in a wide range of temperature conditions.

Highlighted sections 
denote the difference in 

specifications between the 
i series and the α series.

Printer Connectivity

Computer Connectivity

The world's highest standard of technology now 
available with touch screen.
ATAGO taking refractometers to the next level.

Sample

Boundary 
surface

Prism
surface

Bright

Dark

Critical anglePrism

series

Enter 3 to 5 data points of a scale, other than Brix, to directly 

display the concentration of specific solutions, such as DMF, and 

more. Save time and increase efficiency by eliminating the need 

to refer to manual conversion tables.

Programmable User Scale

Quickly identify if the measurement value is within the target 

range with the graphic display. Up to 100 sample types can be 

programmed to improve inspection efficiency.

Visual "Pass/Fail" Indication

The built-in memory will instantly recall the last 500 

measurement values.

Measurement History

Ergonomically Designed Layout

The RX series was designed with ease of use in mind. The 

sample stage is placed on the right-side, while the buttons for 

operation and the LCD are placed on the left-side. This results in 

a distance of only 17 cm. Extensive research was performed in 

the design phase to ensure an ergonomic interface that made 

operation easy while maximizing efficiency. 

World's Highest Standard of Accuracy
The RX series are the most accurate of ATAGO refractometers 

programmed with a trusted and advanced algorithm.

Reliability
The new and advanced algorithm allows for more stable 

readings every time.

Speedy Measurement Results
Once the sample temperature has stabilized, measurement 

takes only a few seconds. Results are displayed instantly with 

excellent repeatability.

The password feature allows only authorized personnel to 

perform certain operations. Assign a system level and password 

to limit each operator's activities.

Password Security

With the manual calibration feature, measurement values can be 

adjusted to be consistent with multiple units.

Resolve Measurement Value Discrepancy
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Measurement History
Recall the last 500 measurements. 
Exporting data to a USB drive or a printer is 
only one touch away. The RX-i series is 
also equipped with a RS-232C port for 
direct computer connection.

High Security
4 levels of access control and 5 unique user 
passwords provide data security. The 
settings are user-configurable.

Measurements
All basic operations - selecting scales and 
modes, taking and recalling measurements, 
and zero-setting - are at the tip of your 
finger.

Home Screen
The illustrated home screen makes it easy 
to identify the operation of your choice.

User Scales
In addition to the refractive index (nD) and 
Brix scales, concentration scales for 
specific samples can be configured easily. 
Simply program corresponding refractive 
index values and concentration data points.

Special Scales
The RX-i series comes pre-programmed 
with 23 of the most commonly used 
concentration scales.

5 Measurement ModesEditing User Scales
Select the measurement style that is most 
suited for the sample. Using the ten key 
pad, choose the measurement mode, enter 
the wait time, number of continuous 
measurements, and target temperature.

There is no need to re-set the scale, mode, 
and temperature of programmed user 
scales each time. With the RX-i series, 
entering, editing,  and copying user scales 
is a breeze. Up to 100 scales can be 
programmed.

Settings Menu
Navigation through the settings menu 
requires no effort. The icons provide quick 
and easy visual identification of operation.

Theme Options
Choose from 6 different theme options for 
the home screen. Customize it to your taste 
or change it daily to fit your mood. 

Manual Calibration
When measurement values differ among 
multiple units, manual calibration can be 
performed within the accuracy range to 
provide consistent readings across all units.

Self Assessment
The instrument can detect irregularities with 
the intensity of light or waveforms. Perform 
this assessment regularly to ensure accurate 
measurements.

Features

Wide Range and High Accuracy

Wide Range

ATAGO's Flagship, Most Accurate and Full Range

ATAGO's Basic Model

The RX-5000i-Plus, one of the most accurate refractometers in the world is 
now even more stylish, smart, and functional.

Features both the high accuracy of the RX-5000i and the wide refractive index 
range of the RX-7000i, making it capable of measuring substances with a high 
refractive index, such as fragrances, oils, and fats. It also comes with newly added 
functions, such as USB connectivity and self-diagnosis capability.

Features an extremely wide refratcive index range of 1.32422 to 1.70000, 
which makes it suitable for measuring substances with a high refractive 
index, such as fragrances, oils, and fats. 

The RX-5000i measures with the same accuracy level as the RX-5000α and 
provides reliable measurements with newly added functions and the touch 
screen operation. Its high measurement accuracy of ±0.00004 for refractive 
index (nD) and ±0.03% for Brix, makes it ideal for measurement of food, 
beverages, and sugar syrups.

• FDA 21 CFR Part 11 Software Included in 
Standard Delivery.

• Measurement History
• Programmable User Scale
• Resolve Measurement Value Discrepancy
• Password Security
• Built-in Peltier Thermo-module

• Icons
• Touchscreen
• USB Flash Drive
• Self-diagnosis
• Sound
• User Scale

Additional upgrades
from the RX-α series

Improved touchscreen operability 
with intuitive, user-friendly icons. 
Equipped with a multitude of 
versatile functions, such as 
color-coded items and clear, 
easy-to-read text and characters.

series
Experience the ease of touch-screen technology.
Our world-class precision instrument continues to 
advance.
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Displays the measurement value once a 
certain level of sample stability is achieved.

MODE-3
For no temperature control

MODE-S
For emulsion samples

MODE-1
For maximum accuracy

MODE-2
For fast results

Displays the measurement value once the 
sample reaches the target temperature. 

Measures Refractive Index and temperature at 
fixed intervals and displays the estimated 
measurement value at the target temperature.

Provides an option to turn the thermo-module 
off. Without temperature control, the 
measurement value is displayed in 4 seconds 
after the START key is pressed.

Simple Operation
General operations can be 
performed with just 2 buttons: 
START and ZERO (SW1). This allows 
for ultimate usability.

No-Fuss Zero-Setting
Simply place distilled water on 
the prism, and press the ZERO 
button. Once the temperature 
has stabilized, zero-setting is 
completed within a few 
seconds. No complicated 
operations are involved.

Responsive, Error-Proof Design
A highly responsive design ensures every 
push of a button is registered, safeguarding 
against erroneous operations.

Power switch

Power port

Printer port
RS-232C output port

Intake fan

Exhaust fan (bottom)

* excluding some products

* *

One Touch 

Zero Set

Connectivity to Computer, Printer

Beautiful, functional design.  User-tested ease of use. 
True quality never becomes obsolete. 
It only gets better with time.

4 Measurement Mode Options

series
Cover Plate
Used to prevent interference from external light and 

ambient temperature during measurements.

Refractometry is based on the principle that 
as the density of a substance increases, its 

Refractive Index rises proportionately.

Measurement Principles

Compatibility with 
Harsh Chemicals

The wetted parts can be 
customized with materials 
that are resistant to corrosive 
chemicals, such as acids, 
bases, and solvents.

P.16

Rugged Metal Body

Easy-to-Clean Sample Stage

Fast and

Easy

The new no-ridge design makes cleaning 

even easier. 

Highlighted sections 
denote the difference in 

specifications between the 
i series and the α series.

Sample

Boundary 
surface

Prism
surface

Bright

Dark

Critical anglePrism

Transmit data to a PC via RS-232C or USB. (USB connection 

requires a USB to RS-232C adaptor.)

Software is available to support your FDA 21 CFR Part 11 

compliance.

FDA 21 CFR Part 11 software

GLP / GMP compliant - sample numbers, dates, time, 

measurement values, temperatures, and sample names (when 

user scales are enabled) - can be printed. Print items can be 

selected for customized reporting. Thermal dot or impact dot 

printer models available (see Accessories on page 17).

Full Selection of Accessories
See Accessories on pages 16-17.

Calibration Certificate
A calibration certificate can be ordered with each instrument for 

an additional charge. Please contact your ATAGO representative 

for further details.

Rugged Metal Body

The sturdy, yet elegant die-cast metal body protects the optical 

system. A special coating on the surface adds extra durability 

against chemicals.

Wide Ambient Temperature Range

The ambient temperature range of 5 to 40°C allows 

measurements in a wide range of temperature conditions.

Printer Connectivity

Computer Connectivity

Ergonomically Designed Layout

The RX series was designed with ease of use in mind. The 

sample stage is placed on the right-side, while the buttons for 

operation and the LCD are placed on the left-side. This results in 

a distance of only 17 cm. Extensive research was performed in 

the design phase to ensure an ergonomic interface that made 

operation easy while maximizing efficiency. 

World's Highest Standard of Accuracy
The RX series are the most accurate of ATAGO refractometers 

programmed with a trusted and advanced algorithm.

Reliability
The new and advanced algorithm allows for more stable 

readings every time.

The password feature allows only authorized personnel to 

perform certain operations. Assign a system level and password 

to limit each operator's activities.

Password Security

With the manual calibration feature, measurement values can be 

adjusted to be consistent with multiple units.

Resolve Measurement Value Discrepancy

When using multiple units…

Enter 3 data points of a scale, other than Brix, to directly display 

the concentration of specific solutions, such as alcohol, salinity, 

DMF, and more. Save time and increase efficiency by eliminating 

the need to refer to manual conversion tables.

Programmable User Scale

Quickly identify if the measurement value is within the target 

range with the graphic display. Up to 60 sample types can be 

programmed to improve inspection efficiency.

Visual "Pass/Fail" Indication

The built-in memory will instantly recall the last 30 measurement 

values.

Measurement History

Speedy Measurement Results
Once the sample temperature has stabilized, measurement 

takes only a few seconds. Results are displayed instantly with 

excellent repeatability.




